
 1.3MP HD-TVI Bullet Camera

LV-HB411F3W

Key Features

· 

· True Day/Night

· DNR, Smart IR

· 65ft(20m) IR Distance
· IP66 Weatherproof

 

Dimensions

Remote View

Product names mentioned herein may be registered trademarks. For more information visit www.laviewsecurity.com

Night Vision

Smart Search1.3MP

IP66

HD 720P Resolution 



 1.3MP HD-TVI Bullet Camera

LV-HB411F3W

Camera

Image sensor 1/4”sensor

Min. illumination 0.1 Lux @ (F1.2, AGC ON), 0 lux with IR

Shutter time 1/30 s (PAL:1/25 s) to 1/50,000 s

Lens 2.8mm

Day & night

Synchronization Internal  Synchronization

S/N Ratio More than 62dB

Genenal
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ICR

HD Video Output

NTSC: 720P@30fps / PAL: 720P@25fpsVideo Frame Rate

1 HD-TVI Output

Working Temperature -40 °F - 140 °F (-40 °C - 60 °C )

φ 70.0×155  mm )φ2.8” ×6.1”(

12V DC

IP66

Power Supply

Power Consumption

Weather Proof Ratings

IR Range

Dimensions

Weight

Max. 4W

Up to 65ft(20m)

0.8lb(360g)

Humidity 90% or less(non-condensing)

Effective Pixels 1296(H)*732(V)

Signal System NTSC / PAL
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